
Disflamoll® Advance XT 

Developed for flexible PVC, PVC/NBR and other polymer systems, Disflamoll® 
Advance XT is an extremely low-TPP (<0.1% ) plasticizing flame retardant, based 
on phosphate ester chemistry. This new product solution supports next generation 
flame retardant strategies by enabling the replacement of standard plasticizers 
and reducing or eliminating the need for antimony trioxide (ATO) while having a 
favorable toxicity profile.

QUALITY ADVANCES.

Extremely low TPP (< 0.1%) Plasticizing Flame Retardant.
Engineered for tomorrow’s regulatory requirements. 

FUTURE-PROOF YOUR 
FORMULATIONS 

Regulatory pressure on triphenyl 
phosphate (TPP) is accelerating, 
turning today’s proven flame retar-
dants into tomorrow’s compliance 
risk.  

Disflamoll® Advance is LANXESS’ 
next-generation portfolio of 
phosphorus-based flame retardants, 
engineered with extremely low TPP 
content (<0.1%) to help manu- 
facturers stay ahead of evolving global 
regulations. Designed to preserve 
the flame retardancy, plasticizing 
performance, pro- cessing efficiency 
and supply reliability you rely on, 
the Disflamoll® Advance portfolio 
enables a seamless transition to 
future-ready formulations without 
compromising performance while 
supporting the development of more 
sustainable product concepts.

Application Areas
 
Disflamoll® Advance XT is ideal for polar polymer systems requiring excellent 
flexibility, flame retardancy, superior smoke suppression and low volatility. 

Flexible PVC 

	ρ Flooring, films, roofing membranes 
	ρ Artificial leather & coated fabrics 
	ρ Tarpaulins & awnings 
	ρ Cables

Foams & Blends 
	ρ PVC/NBR insulation foams   

Non-PVC Systems  
	ρ TPU 
	ρ Synthetic rubbers 

(NBR, CR, EPDM) 
	ρ Cellulose esters
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The manner in which you use and the purpose to which you put and utilize our products, technical 
assistance and information (whether verbal, written or by way of production evaluations), including 
any suggested formulations and recommendations are beyond our control. Therefore, it is 
imperative that you test our products, technical assistance and information to determine to your 
own satisfaction whether they are suitable for your intended uses and applications. This application-
specific analysis must at least include testing to determine suitability from a technical as well as 
health, safety, and environmental standpoint. Such testing has not necessarily been done by us. 
Unless we otherwise agree in writing, all products are sold strictly pursuant to the terms of our 
standard conditions of sale. All information and technical assistance is given without warranty or 
guarantee and is subject to change without notice. It is expressly understood and agreed that you 
assume and hereby expressly release us from all liability, in tort, contract or otherwise, incurred in 
connection with the use of our products, technical assistance, and information. Any statement or 
recommendation not contained herein is unauthorized and shall not bind us. Nothing herein shall 
be construed as a recommendation to use any product in conflict with patents covering any material 
or its use No license is implied or in fact granted under the claims of any patent.

Note: The information contained in this publication is current as of June, 2026 Please contact 
LANXESS to determine if this publication has been revised. ©2026 LANXESS. Disflamoll® 

Advance, LANXESS and the LANXESS Logo are trademarks of LANXESS Deutschland GmbH or its 
affiliates. All trademarks are registered in many countries worldwide.

Performance Features & Benefits 

Best‑in‑Class Smoke Performance 
	ρ Excellent char formation and combustion inhibition 
	ρ Outstanding smoke suppression in PVC and PVC/NBR systems  
	ρ Superior smoke performance compared to conventional 

triaryl phosphate ester flame retardants  

Good Plasticizing Efficiency 
	ρ Strong hardness reduction in PVC systems  
	ρ Enables softer compounds and efficient formulations 

Improved Processability 
	ρ Low gelling temperature enables faster fusion  
	ρ Reduces energy demand and cycle times 

Outdoor Durability  
	ρ Outstanding low temperature flexibility
	ρ Good lightfastness for demanding outdoor applications

Low Volatility
	ρ Compared to Disflamoll® Advance OT, Disflamoll® Advance 

XT exhibits lower volatility

Figure 2, 3 and 4: Formulation (phr): 100 PVC, 60 phosphate ester, 2.5 
Ba/Zn stabilizer, 2.5 ESBO

Visit our website to learn more or 
contact your LANXESS representative 
to discuss how Disflamoll® Advance 
OT can support your application. 


